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NOTES:

SOUNDINGS ARE EXPRESSED IN FEET AND TENTHS AND REFER TO LOCAL M.L.W..
PROJECT SURVEYED WITH DISTRICT VESSEL

"HEWETT" S

293000
2498000

293000
2b0100vY

USING D.G.P.S.

HORIZONTAL POSITIONING EQUIPMENT AND 200 KHZ SOUNDING EGQUIPMENT.

TIDE GAGE LOCATED AT:
HORIZONTAL DATUM NAD 1983

TIDE PILING IN CEDAR BUSH CUT

SHORELINE SURVEYED JUNE 1997

NAVIGATION AIDS ARE LOCATED WITH SURVEY VESSEL.

LATITUDE & LONGITUDE ARE EXPRESSED IN DEGCREES. MINUTES,
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CENTERLINE WAYPOINTS:

EASTING NORTHING LATITUDE
2504057 286776 34 31.57677
2502185 286738 34 31.57563
2502741 287256 34 31.65950
2500622 286923 34 31.61053
2500672 287128 34 31.64406
2499584 287044 34 31.63328
2499814 287291 34 31.67337
2498760 288847 34 31.93258
2498885 289564 34 32.05060
2499817 291252 34 32.32629
2499734 291792 34 32.41553
2498910 293175 34 32.64578
2497018 295973 34 33.11220
WAYPOINT 1 34 31.63460
WAYPOINT #2 34 31.58634
WAYPOINT #3 34 31.61562
WAYPOINT +4 34 31.61781
WAYPOINT +5 34 31.67971
WAYPOINT #6 34 31.83257
WAYPOINT #7 34 31.98301
WAYPOINT +8 34 32.36259
WAYPOINT #9 34 32.52263
WAYPOINT 1@ 34 32.65470
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95937
84680
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25934
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. 59894

. 95774
13088
38346
51988
62797
66797
39431
. 40081

.57970

3 METERS.
DECIMAL MINUTES.

THE INFORMATION DEPICTED ON THIS MAP REPRESENTS THE RESULTS OF SURVEYS
MADE ON THE DATE INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING THE
GENERAL CONDITIONS EXISTING AT THAT TIME.

SUBJECT TO RAPID CHANGE DUE TO SHOALING EVENTS,

BECAUSE THESE CONDITIONS ARE

NOT RELY EXCLUSIVELY ON THE INFORMATION PROVIDED HERE.
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DESCRIPTIONS

DATE | APPROVED

REVISTONS

J.S. ARMY ENGINEER DISTRICT

CORPS OF ENGINEERS
WILMINGTON, NORTH CAROLINA

SURVEYED BY:

BLH

DRAWN BY

AGE

CHECKED BY

NewW RIVeER INLET
&

ceUAar BUSH CUT

REVIEWED BY

SCALE:
[

SURVEYED:
2W0-22 AUGUST 2005
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